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GENERAL LANDSCAPING NOTES DO NOT CUT LEADER.

PRUNE DAMAGED OR DEAD

DATE

IBLE FOR FIELD VERIFYING ALL CONDITIONS.

ALL CONTRACTORS WSHING TO SUBMIT BIDS FOR THIS LANDSCAPING PROJECT SHALL BE WOOD IMUEDIATELY PRIOR
RESPONSI! TO PLANTING. PANT ALL
&

PRO
BARRICADES, COVERINGS OR OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT
SARATOGA DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTNG UNUNES.

AVENUE DAMAGE THAT OCCURS TO PLANTS DURING TRANSPORTATION AND INSTALLATION MWILL BE
THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

& S sowtr D PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING PROPERTIES. PROVIDE 2" x 2" PANTD STERL 08 \\
PRESSURE TREATED WOOO \K

L (D ALL_PLANTING BEDS SHALL BE INSTALLED WITH 3" OF 2" CRUSHED ROCK MULCH,

LANDSCAPE FABRIC WITH A MINIMUM WEIGHT OF 4 OZ/SY, AND WHEREVER NECESSARY,
6" COMMERCIAL GRADE BLACK PLASTIC EDGING TO CONTAIN THE PLANTING BED.

_e — ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE
SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING,
THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING.

PEBBLE CREEK
8TH ADDITION

LoT 2 OF LOT 'C”

SOUTARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH
SHALL BE PLACED AROUND THE TREE IN A MUTILE RING THAT CONFORMS TO THE DETAIL
PROVIDED FOR TREE PLANTINGS.

CONTRACTOR SHALL PROVIDE WRITTEN WARRANTES CONFIRMING THE FOLLOWNG:
© TREE PLANTING DETAIL
FURNISHED TREES GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS, AND TYPICAL FOR ALL DECIDUOUS, SINGLE-TRUNK, TREES NTS
HEALTHY CONDITION FOR 365 DAYS MINIMUM FROM DATE LANDSCAPE INSTALLATION
IS ACCEPTED AS COMPLETED.
LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING AND CARING FOR ALL
ER

PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF FINAL
INSPECTION AND APPROVAL.

TOPSOIL_NOTES

@ TOPSOIL IS STOCKPILED ON SITE AND WLL BE PLACE FOR THE LANDSCAPE CONTRACTOR
TO SPREAD AND FINISH GRADE. ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE,
12 CURB & GUTTER OR OTHMER IMPROVEMENTS SHALL BE COVERED WITH A MINIMUM OF 6°
@ OF TOPSOIL AND SEEDED ACCORDING TO SPECIFICATIONS.
@ TOPSOIL SHALL BE PLACED AND SEEDED AS SOON AS PRACTICAL TO MINIMIZE WND AND
WATER EROSION. BACKFILL BEHIND CURB AND GUTIERS AND SIDEWALK AS SOON AS
REASONABLE TO PREVENT STANDING WATER AND PROTECT THE IMPROVEMENTS.

SEEDING NOTES
CLEAR AND GRUB SITE BEFORE SEEDING ENSURING THAT THE SITE IS IN A SMOOTH

REVISIONS

CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2" IN DIAMETER. 2 X BAIL
@FEENLIZE SOIL DURING THE SEEDING PROCESS USING AN APPROPRIATE APPLICATION 1 GALLON O LARGER PERENNIAL OR SHRUE
PROCESS. FERTILIZER SHALL BE 10-10-10 AND APPUED AT A RATE OF 4 LBS PER
1000 SQUARE FEET. SHRUB/PERENNIAL PLANTING DETAIL
@;{E’R&‘?Au BE DRILL SEEDED TO A DEPTH OF 1/4" TO 1/2° AND SHALL B NPICAL FOR ALL SHRUBS AND PERENNIALS NTS
SOl

E EVENLY
). AFTER SEED HAS BEEN SOWN, THE I SHALL BE REPACKED IMMEDIATELY
AFTER THE SEED IS APPUED TO THE SOIL AROUND THE SEED. NO D SHALL BE
PLACED ON DAYS WHERE THE WIND IS STRONG ENOUGH TO PREVENT IT FROM BEING
PROPERLY IMBEDDED INTO THE SOIL.

&) SEED MUST SHOW A DENSITY OF 20 TO 30 SEEDLINGS PER SQUARE FOOT BEFORE
ACCEPTANCE WILL OCCUR.  THE CONTRACTOR SHALL FURNISH AND REPLACE WITHOUT
ADDITIONAL * COMPENSATION THEREFORE, ANY SEED FOR AREAS THAT HAVE NOT
GERMINATED, HAVE OIED, OR ARE DAWAGED 10 TME EXTENT THAT REPLACEMENT IS = == i i A
REQUIRED TO CONFORM TO THE REQUIREMENTS OUTUNED ABOVE. THE CONTRACT WIERADUT CovCin curs sl ¢

WO 3° DEEP MM
3° BASN FOR WATERING

SITE PLAN

LOT 1 OF LOT "C" OF LOT 7, BLOCK 3,

PEBBLE CREEK 8TH ADDITION
BISMARCK, NORTH DAKOTA

& WARRANTY PERIOD SHALL ALSO APPLY TO THIS ITEM. ¥ IHE lzl‘fvsms m}im;]m;%@st
0 @cmnucrm SHALL BE RESPONSIBLE TO REPAIR ANY EROSION SCARS OR WASHOUTS TREE WAJR IRUMKS SWGRE TRUNK
UNTIL_THE DATE THAT FINAL SEED STAND IS ACCEPTED. SEE EROSION CONTROL PLAN
> FOR EROSION CONTROL METHODS. DOUBLE STRAND /12 CA. WAE
ADWST TENSION BY TMSDNG
& PAVEMENT e ALLOW SOUE WOVEVENT
N ON SITE EXTERIOR CONCRETE MATERIALS AND CONSTRUCTION MATERIALS SHALL ~METHOD OF MRE ATIACHMENT
S CONFORM TO CITY OF BISWARCK SPECIFICATIONS EXCEPT AS MODIFIED HEREIN. AR D RO0S WUST BE AneRovED
< 5 CONTENT SHALL BE 5% T0 7% SIRENGTH AT 28 DAYS SHALL BE 4000 PSI.
H .
Ay o STANDARD VERTICAL FACE CURB SHALL BE INSTALLED EXCEPT AT DRIVEWAYS. g
B (P QI SIDEWALK AND DRIVEWAYS PER CITY OF BISWARCK SPECIFICATIONS — THICKEN
SIDEWALK AT DRIVEWAYS TO 8" AND PROVIDE KEYWAY PER CITY SPECIFICATIONS. SET ROOTBALL ON
UNDISTURSED SO OR
5 CONCRETE WITH FIBERMESH AND 6° CLASS V BASE, SEE DETALL. T ScRAcE 10

5° CONCRETE SWALE, TRANSITION TO TRENCH DRAIN.
SIDEWALK TRENCH DRAIN, SEE DETAIL.

EVERGREEN PLANTING DETAIL

6 COMPACTED CLASS 5 GRAVEL, BLEND INTO EXISTING GRAVEL. TRGIL FoR AL ML TR e T
(PB) ISOLATION JOINTS WLL BE REQUIRED ALONG THE BUILDING, STOOPS AND ALL FIXED
ITEMS. LEAVE JOINT J%° LOW AND SEAL. ISOLATION JOINTS SHALL BE SEALED USING A LEGEND

ONE PART POLYURETHANE TYPE SEALANT.

CONSTRUCTION JOINTS WILL BE PLACED TO COINCIDE WITH CONIRACTION JOINT
SPACING. CONSTRUCTION JOINT FOR UNREINFORCED CONCRETE SHALL HAVE A MINIMUM EXISTING WATERMAIN
1% DIAMETER HALF ROUND KEYWAY OR APPROVED EQUAL. CONSTRUCTION JOINTS FOR
REINFORCED CONCRETE SHALL BE 1/2° X 12° DOWELS AT 12 O/C. = EXISTING OVERHEAD POWER LINE

JOINT SPACING SHALL TYPICALLY BE SPACED AT 1-1/2 TMES THE THICKNESS OF THE o EXISTING LIGHT POLE
PAVEMENT (MEASURED IN INCHES) IN FEET (4" SWK EQUALS 6 FOOT SPACING). IN NO
CASE SHALL THE JOINT SPACING EXCEED TWO TMES THE THICKNESS. < EXISTING HYDRANT
EXISTING ASPHALT

EXISTING SANITARY SEWER

P — -

®
CARUFEL'S
2ND' ADDITION

SUBGRADE PREPARATION UNDER AREAS TO BE PAVED SHALL BE 6" THICK AND SHALL
COMPLY WITH CITY OF BISMARCK SPECIFICATIONS EXCEPT DENSITY SHALL BE 95% OF [ exswe conereme
ASTM D 698.
oxsm G
F-ENCING o mcmmmcncmn EXISTING RETAINING WALL

CONTRACTOR TO INSTALL FENCE W/ GATE WHERE SHOWN ON THE PLANS.

COORDINATE FENCE MATERIAL WMITH OWNER. —————0000——— EXISTING CONTOUR

SWENSON, HAGEN & COMPANY P.C.

. E—
(FZ) INSTALL 6" HIGH OPAQUE FENCE AROUND DUMPSTER. 0 /D%g_;% EXISTING CRADE
lo STORM SEWER
T (G MWATERIALS AND CONSTRUCTION METHODS SHALL COMPLY WITH CITY OF BISMARCK PROPOSED CONCRETE
\ CONSTRUCTION _ SPECIFICATIONS. ALL BACKFILL SHALL BE 95% OF STANDARD
\ PROCTOR AT RECOMMENDED MOISTURE CONTENT. PROPOSED GRAVEL
(512 INSTALL 20.00 LF OF 10" STORM SEWER (INCLUDING F.E.S.) © 0.50X (INV. E 1772.5, —O0——O0——0——— PROPOSED FENCE
INV. W 1772.4,
) T —c— PROPOSED STORM SEWER
T OF LoT A" OF CONTRACTOR SHALL INSTALL ONE 42\_‘; giLE'ET OF SCOUR ST;'} WE;,L_'RSWW ON THE
PLANS. INSTALL PER MANUFACTUR! CIFICATIONS.  INSTALL AW WATTLE AT 00.00 cb
\ < FRANKLIN FLANS. INSTALL FER MANIFALT 00.00 x/,m.o—g‘;; PROPOSED GRADE
6 AVENUE

= — — —0000— — — - PROPOSED CONTOUR
1/4° BRASS BOLTS SHALL BE TAPPED INTD (¥] PROPOSED BUSH

\ \\ PEBBLE CREEK
8TH ADDITION

PROPOSED TREE
4X4" SCOURSTOP MAT
PLANT PALETTE 0505T505T y P N =
05050, u"g E STTEL SPACIRS. WHICH SHALL BE
s COMMON NAME SCIENTIFIC NAME sizE owrr. Py 0525262020! s
0595202690 =

o | L |UTRE tEAF UNDEN Tiia cordata 1=1/2" Ca. | 5 52526262062 ';E, DRAWN BY: SK_____

W 02090909

& | s |sxnuwe Howenocust Gleditsia triocanthos vor. 1-1/2" Cal. 6 6 Bt n E CHECK BY: £

inermis 'Skyline DATE:

8 | ac |auerican cRANBERRY BUSH | Vbumum triobum 2 Gatton | 104 SCOURSTOP DETAIL FILE DESC:

g ; , ‘coven seroRe scoumsoe., e e

g | o |coumon teac Syringa wigaris 2Caton | 74 5 R ST A (UGN 5 CAAT o O 5" CONCRETE WITH _FIBERMESH T ; & COMPUTER FILE:

X DO NOT OVERAP ADUA E 2 i . P:\Bi P
< M«"%SIU .'5.’:.’;‘;‘..’.’. 8 BULLET ANCHORS PER AT PER 3 i 0 30 60 (-,\“'km:;:k\\;;:?e
' [ —— Bosarobo Sie Plon.dwg
CONTRACTION JONTS SHALL BE SCORED 1/3 —_—
DCWND‘P(WR‘ATAM SCALE — "= 30.
WARRANTY / DISCLANER SAFETY NOTICE TO CONTRACTOR NOTICE TO CONTRACTOR TATHC CE I8 AL OIS I BE U TR SIDEWALK TRENCH =
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control the physical construction o o Al time basiy busines fidure to eroctly locate ond preserve ony ond of underground 1-800-795-0555 RECORDING PURPOSES OR lMPLEMENTAroN
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